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IRONERS

CMV SHARPER FINISH

“The Ironer People”

MID-RANGE IRONERS
MODELS 1600 and 2000

“Some of over 100 model ironers we manufacture.”



CMV Sharper Finish

The ironing process of the CMV ironer — and the results — are very similar to careful hand ironing, but considerable
faster and easier. The padded pressure roll, that applies just the right amount of pressure automatically to smooth
out the wrinkles, produces the exceptional ironing quality. The surface speed of the automatic feed conveyor is less
than the pressure and heated rolls. The result is a gently pulling action that removes wrinkles before the linen is
firmly held against the heated roll for drying. Linen to heated roll contact on the Model 2000 is over 6200 square
inches (400,000 mm), offering superior drying capacity. Far more stretching and drying are done with CMV ironers

than by comparable single roll and chest ironers.

“F” MODELS

DAMP WORK IS
FED HERE

“R” MODELS

DAMP WORK (S
FED HERE

DRIED AND IRONED
WORK IS RETURNED
HERE. >
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DAMP WORK IS
FED AT FRONT OF
MACHINE. DRIED
AND IRONED WORK
IS RETURNED TO
THE FRONT.

OVERSIZE FULL 16%/20"
DIAMETER DRYING
AND IRONING ROLL

PROVIDES MAXIMUM
PRODUCTION IN
MINIMUM SPACE.

DAMP WORK 1S
FED AT FRONT

OF MACHINE.
DRIED AND IRONED
WORK MAY BE
RETURNED EITHER
TO THE FRONT OR
REAR OF MACHINE.

INTELATROL AUTOMATIC MONITORING SYSTEM

We all need to be reminded of things from time
to time. Have you ever forgotten to lock a door or
turn off a light? Well, your laundry operator could
forget to turn off the heat to your ironer, wasting
energy and creating a hazard. They cannot forget if
they have an Impress ironer equipped with the
Intelatrol.

The Intelatrol will shut off the heat after twenty
minutes if the machine is left unattended. A red
light will indicate that the Intelatrol deactivated the
system, thus saving energy, climinating a potential
hazard, and greatly increasing the life of your
ironer ribbons and padding.

When the operator returns and activates a
switch to reset the Intelatrol, the heating system will
be activated, and when ready to operate, a green
light will indicate the Impress is ready to begin
ironing.

An optional Intelatrol II takes the ironer control
process a step further. Once the heat system is
deactivated and the Impress cools down, the
Intelatrol II deactivates the drive system and the
ironer stops. The optional Intelatrol II is an
automatic ironer shut off system. Intelatrol is only
available on CMV ironers.






